
Mild steel powder coated – heavy duty design for general purpose weighing

SANS 1649 Compliant 2 YEAR GUARANTEE Platform scale specifications:

 Low profile heavy duty floor scales design

 Capacities up to 5ton

 Easy access SST junction box cornering from top

 Mild steel powder coated platform

 Standard 5m loadcell cable

 Swivel leveling feet - for stability & durability

 Platform height - 11cm

 Welded Steel frame with 4–6mm checkered plate

 4 x H8C ZEMIC OIML approved load cells
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 Y-0808-3 0 - 3ton 80cm x 80cm 4 x H8C-2ton 70kg 5mm

 Y-1010-3 0 - 3ton 1m x 1m 4 x H8C-2ton 90kg 5mm

 Y-1212-3 0 - 3ton 1,2m X 1,2m 4 x H8C-2ton 110kg 5mm

 Y-1515-3 0 - 3ton 1,5m X 1,5m 4 x H8C-2ton 140kg 5mm

YUBO Y/SHEKEL Merav 2000 series                   

Low Profile Industrial Platform Scales 

 Y-1212-5 0 - 5ton 1,2m X 1,2m 4 x H8C-2ton 150kg 6mm

 Y-1515-5 0 - 5ton 1,5m X 1,5m 4 x H8C-2ton 180kg 6mm

Pit frame dimensions:
• 82cm x 82cm
• 102cm x 102cm
• 122cm x 122cm
• 1520cm x 1520cm

Ramps dimensions:
80cm x 600mm depth
1m(W) x 600mm depth
1,2m(W) x 800mm depth
1,5m((W) x 800mm depth

SANAS Calibration or Verification certificate optional


