
Description 

Class 

Specifications Material

1mg - 1kg - 0.05% < 

Susceptibility F2

25 pieces with 

aluminium box

1mg - 1kg F2 (st/steel) 
Aluminium case

0.05% < Susceptibility

1 1mg

2 2mg

1 5mg

1 10mg

2 20mg

1 50mg

1 100mg

2 200mg

1 500mg

1 1g

2 2g

1 5g

1 10g

2 20g

1 50g

1 100g

2 200g

1 500g

1 1kg

Total of 25 pieces 

OIML CLASS F2

TEST WEIGHTS:

Range: 1g, 2g, 5g, 10g, 

20g, 50g, 100g, 200g, 500g
OIML CLASS M2

• Mild steel painted test weights: 

• Range: 1kg, 2kg

OIML CLASS F2

• 304 Stainless steel Test weights 

set of 25 pieces: 1mg – 1kg 

• Specification: Includes 

aluminum case and Tweezer

OIML CLASS M2

• Cast iron painted test weights:

• Range: 5kg, 10kg & 20kg

TEST WEIGHTS

SANAS Calibration 

& Certification 

optional 

Description 

Class 

Specifications Material

1kg M2 Chrome steel - Plated

2kg M2 Cast iron - Painted 

5kg M2 Cast iron - Painted 

10kg M2 Cast iron - Painted 

20kg M2 Cast iron - Painted 

Description 

Class 

Specifications Material

1g, 2g, 5g or 10g F2 Stainless steel

20g, 50g & 100g F2 Stainless steel

200g F2 Stainless steel

500g F2 Stainless steel


